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BASIC-ABSTRACT: On a four-headlamp vehicle the dipped-beam 
headlamps are 
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arranged outboard, and the main-beam headlamps (9) inboard 
with a tubular 

speptxaJLJLAlJter (13) mounted coaxially before each bulb 
(11) . 

When the dipped beams are switched-on, the main-beam bulbs 
(11) continue to 

radiate but the filters (13) are slid alon g rails (17) into 
position for " ~" ^ 

irtterceptTing the vi sible light so that only infrared 

radiaTion i!T~pro jected for '" 

ref leclTion "f r*6nPo]5s'tacles into an infrared camera. 

ADVANTAGE - Driver on dipped headlamps can receive timely 
warning of distant 

obstacles, without dazzling drivers of oncoming vehicles. 
ABSTRACTED-PUB-NO: DE 3932216C 

EQUIVALENT-ABSTRACTS: On a four-headlamp vehicle the 
dipped-beam headlamps are 

arranged outboard, and the main-beam headlamps (9) inboard 
with a tubular 

spectral filter (13) mounted coaxially before each bulb 
(11) • 

When the dipped beams are switched-on, the main-beam bulbs 
(11) continue to 

radiate but the filters (13) are slid along rails (17) into 
position for 

intercepting the visible light so that only infrared 
radiation is projected for 

reflection from obstacles into an infrared camera. 

ADVANTAGE - Driver on dipped headlamps can receive timely 
warning of distant 

obstacles, without dazzling drivers of oncoming vehicles. 

CHOSEN-DRAWING; Dwg.2 Dwg.2 

TITLE-TERMS: 

VEHICLE HEADLAMP SYSTEM EARLY WARNING OBSTACLE MAINTAIN 
MAIN BEAM HEADLAMP 

OPERATE MASK INFRARED FILTER DIP HEADLAMP 
DERWENT-CLASS: Q16 Q71 X22 X26 
EPI-CODES: X22-B01B; X26-D; 



03/15/2003, EAST Version: 1.03.0002 



SECONDARY-ACC-NO: 

Non-CPI Secondary Accession Numbers: N1991-079715 



03/15/2003, EAST Version: 



1.03.0002 



